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PROJECT DATE

COMMENTS

WER WET LOCATION EXIT RECTANGLE LED

The WER Series is a wet location rated exit sign that offers single or 
double, red or green LED face options and available lamp head options. 
The WER is easy to install and provides a maximum 24-hour full recharge 
time and a 90-minute backup time.

•	 Residential

•	 Commercial

•	 Hospitality

PERFORMANCE

Warranty 5 years for fixture housing & 2 years for battery

Certifications Wet Location, UL, CUL

IP Rating IP65

Operating Temperature -20ºC ~ 40ºC (-4°F to +104°F)

ELECTRICAL

Wattage 4.8W

Voltage 120/277VAC

Battery 3.6V Nickel Cadmium 90-Minutes Emergency Operation

PHYSICAL

Material Injection-Molded Thermoplastic ABS Housing 
with Polycarbonate Cover

Mounting Universal J-Box Mounting Pattern

Finish White

Source 2.4W LED Lamps

Face Count Single or Double

Letter Color Green or Red LED

ORDERING LOGIC EX: WER-S-NLH-BK-G-AC

FAMILY FACE COUNT LAMP HEAD FINISH LETTER COLOR OPERATION

WER

S Single NLH No Lamp Heads BK Black G Green AC AC Only

D Double 2LH 2 Lamp Heads WH White R Red EM Emergency (Nickel-cadmium battery)

IN STOCK



WER WET LOCATION EXIT RECTANGLE LED

REV 2023 0316
SPECIFICATIONS AND DETAILS ARE SUBJECT TO CHANGE WITHOUT NOTIFICATION. CONTACT CANDELA LIGHTING FOR UP TO DATE DETAILS.

CANDELA LIGHTING  •  CANDELA.LIGHTING

DIMENSIONS

12.6”

8.1”

12.6”

8.1”

13.3”

WER-NLH

WER-2LH

3.3”

4.8”
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